
T8 LED Tube
100lm/w

• Product Features

☆ 100lm/w luminous efficacy

☆ Solid capacitor for 2 year warranty

☆ Universal input voltage AC100-277V

☆ Ra>80 High lm SMD2835 as light source

☆ Driver end-cap,easy replacing

☆ Excellent 6063AL heating sink

☆ With CE TUV ERP CQC ROHS

AL + PC type

• Product dimension drawing • Product Structure

      Type        240cm/8ft        

     Length     2385±1mm       

• Application
Widely use in: office lighting, meeting room lighting, hall lighting, hotel lighting, super-market

 lighting, shop lighting etc.

100
Lm/W

SMD283
5

Plug FA8

PC cover : Clear or 
Frosted Optional

Alluminum body



• Technical / Electrical Characters (at TA=25°C)

Item Symbol L=2400/8ft

Rated Power W 36W

Product Code D Shape T8-240-36W

LED Type /Qty SMD2835 288pcs

Luminous Flux（±10%）
Clear typ. 3600

Frosted typ.3600

Power Factor PF PF>0.9

Color Temperature TC (K) WW: 2800-3200K,   NW: 4000-5000K   CW: 6000-6600K,

Viewing Angle Degree 120 degree

Input Voltage V AC100-277V

Working Voltage V Constant DC50-80V

Housing material / Aluminum +PC

Socket / Diameter / FA8/ D26mm

Protection Class IP IP20

Temperature ˚C Operation : -10°C~+40°C Storage: -30°C~+60°C

Lifte Time h 35,000 hours

Warranty / 2years

• ErP Technical Specification

Item Symbol Specification /Data

Color Index CRI Ra>80

Luminous Efficacy Lm/W Clear: 100Lm/W, Frosted:100m/W

Energy efficiency Class / A+

Color consistency in level / Max.6SDCM

THD % <20%

Starting Time S <0.5S

Switching Cycle before Failure / >20,000

Premature failure rate @1000h / 0

Lumen Maintenance @ 6000h % >80%

• Wiring （ Double-ended）      （ Single-ended ）AC 100-277V

 AC 100 277V

AC 100-



• Installation instructions

• Packing

Item Symbol L=2400/8ft

Package Pcs/Ctn 25

Net Weight Kgs/Pcs 0.450

Net Weight Kgs/Ctn 11.25

Gross Weight Kgs/Ctn 12.60

Carton Size CM L*W*H=241.5*18.3*19

Q'ty in 20GP Pcs

Q'ty in 40GP Pcs

Q'ty in 40HQ Pcs

• Caution
※ Makesure that the power is off when installation is made.

※ The lamp should be installed and operated by a qualified electrician or technician in accordance 

       with relevant local codes.

※ The Lamp is not dimmable.

※ Unpack and carefully examine the product. Report any damage and save all packing materials if 

      any portion of the product was damaged during transportation.

1. Double-ended

2.Single-ended 

AC 100-

AC 100-




